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NOTES:

1)
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3)
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2

CORE DRILL THROUGH CONCRETE FLOOR. TAKE SOIL
SAMPLES, D—1 AND D-3, 1° BELOW-DRAIN LINE.

(SAMPLES D—2 IF PRESSURE TEST ON DRAIN LINE FAILS)

EXCAVATE & REMOVE DRAIN LINE OUTSIDE OF
BUILDING 323. TAKE SOIL SAMPLES, D—4, D—5, D-6 AND D—7
1'-2" BELOW DRAIN LINE @20’ INTERVAL.

EXCAVATE AROUND INJECTION WELL &
TAKE SAMPLES AS FOLLOWS:

A) B'¢ x 6" DEEP, SOIL SAMPLES D—8
B) 8'¢ x 10'T0 11" DEEP, SOIL SAMPLES D—9

€) Be x Malg s DEEP (GROUNDWATER TABLE),
GROUNDWATER SAMPLE G—1

SOIL SAMPLES S—1 THUR S—12 (SAMPLE DEPTH VARY)

SOIL SAMPLES A—1 THRU A—4, 9’ BELOW GROUND SURFACE

GROUNDWATER SAMPLES G—2 & G—3 TAKE AT SURFACE OF
GROUNDWATER TABLE

REFER TO WORK PLAN FOR SAMPLE
COLLECTION & SAMPLE ANALYSIS PROCEDURES
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